




















to each use the user must ensure all parts move freely. Always check to see if
the brake functions correctly when attached to a lifeline. Any rope grab that
fails inspection must be removed from field service at once. Ensure all hard-
ware is clean, rust-free and gate locks in closed position automatically, check
for broken spring, loose or damaged attachments. Prior to each use the user
must ensure all parts move freely. Always check the rope grab to see if the
brake functions correctly when attached to a lifeline. See Figure 1.
a.  Ensure diameter and type rope matches the size marked on the
rope grab.
b.  Lift security latch (1), fully unscrew the locking thumbscrew (2), and
open hinged section (3).
c. Position the device on an Elk River lifeline (4) with the arrow pointing
in the up direction, as marked (5) and the anti-inversion anti-gravity de-
vice in the hinge (6).
d. Close the hinged section (3). Turn locking thumbscrew (2) until fully
engaged (do not force), close security latch (1).
e.  Check to see that the lanyard is properly attached to the ring of the
rope grab.
f. After installing, test by pulling down sharply on the lanyard to assure that
the rope grab will lock securely on the lifeline.
g The lifeline should be anchored or weighted at the bottom with approxi-
mately ten pounds so that it remains tight and the rope grab will
move freely.

Rope Grab Maintenance and Storage:

Elk River, Inc. rope grabs must be kept free of grease, dirt, and oil. All
equipment should be stored in a cool dry place and should not be exposed to
harsh weather conditions. EIk River, Inc. rope grabs are not repairable. If any
part of the rope grab is damaged, or if the rope grab is subjected to a fall
arrest, the rope grab must be removed from field service and replaced.

INSPECTION AND MAINTENANCE LOG

This product should be inspected by a competent person at

minimum of every six months.
Date Inspected Inspector Comments

Any PRODUCT that has been subjected to a fall arrest or evidence of
damage is present; the product MUST be removed from field service
immediately, marked or tagged as unusable, destroyed, and re-
placed.

Manufacturer's instructions shall be provided to user. If there are any
questions about this equipment please contact us.
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CALCULATING TOTAL FALL DISTANCES

Total Fall Clearance below worker is calculated from Anchorage Connection.
Free Fall Distance + Energy-Absorber Deceleration Distance + Worker height
+ Safety Factor. Care must be taken to ensure that the total fall distance is
clear of obstructions, such as equipment, to avoid contact with a lower level.

ANSI 7359.13-2009 Effective Date, November 16, 2009.
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